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Based in Charlotte, North Carolina, SPX 

Corporation (NYSE: SPW) is a global Fortune 

500 multi-industry manufacturing leader. For 

more information, please visit www.spx.com

TopGear MAG is a range of leak-proof internal 

gear pumps for low and high viscous liquids 

which are corrosive, toxic, aggressive or 

expensive.

Total containment of the liquid inside the pump 

is achieved using a hermetically sealed can, 

which isolates the liquid from the surrounding 

environment. This eliminates the need for shaft 

seals and the associated wear and leakage 

that would normally be experienced. The 

Magnetic Drive pumps are therefore not only 

environmentally friendly – they also contribute 

to improved safety in chemical and process 

plant environments.

Complying amongst others with the “ATEX” 

(ATmospheres EXplosibles) directive, magnetic 

drive pumps make an important contribution to 

health and safety on process plants.

TopGear MAG 
Protecting your future
MAG D R IVE -  H E R M ETIC CLOS E D PU M P SYSTE M

Ensures clean, safe and leak-free operating environment. Zero leakage 

of corrosive, toxic, chemical, expensive or vulnerable liquids. 

U N IQU E SOLUTION FOR FORCE D CI RCU LATION AN D 
COOLI NG

Patent pending for integrated circulation pump in intermediate cover – 

guaranteed cooling and lubrication of magnetic coupling and bearings 

independent of operation pressure and liquid viscosity. Safeguard 

durable operation for low and high viscous liquids.

LARG E GAP B ETWE E N I N N E R MAG N ET AN D CAN

Minimizes friction losses when pumping high viscous media giving 

low heat generation and long durable operation.

WET B EAR I NG S OF S PECIAL S IC

Can handle low viscous media and is extremely wear resistant. 

H E R M ETIC CAN MATE R IAL OF HASTE LLOY C4 
B ETWE E N TH E MAG N ETS 

Highly chemically resistant and reduces the eddy current losses 

while increasing efficiency and minimizing temperature. Safeguards 

durable operation and long life time.

SAFETY SYSTE M FOR B EAR I NG FAI LU R E S

Prevents both outer magnetic as inner magnetic rotor from running 

against the can in case of bearing failure. No risk for leakage and 

contamination.

MON ITOR I NG OPTION S 

Possible to install sensors to monitor temperature, pressure and 

vibrations for preventive maintenance actions.
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Typical product 

applications

G E N E RAL PE R FOR MANCE

TopGear MAG is the 

perfect solution for 

avoiding leakage of liquids 

which may jeopardize 

health or environment or 

for liquids which are just 

problematic to seal off.

Crystallizing and  
hardening liquids

toxiC and hazardous 
liquids

Phenol, Solvents, 
Isocyanates, Sodium 
hydroxide, Epoxy resin, 
Paint, Glue, Ink, Fuel 
Additives, Caustic 
solutions, Sugar solutions, 
Oils, Bitumen, Alcohols

TopGear MAG provides 
environmental, human, 
legal and economical 
protection.

ProteCting your future

OPE RATI NG PR I NCI PLE

As the rotor and idler unmesh, 
an under-pressure is created 
and the liquid enters the newly 
created cavities.

Liquid is transported in 
sealed pockets to the 
discharge side. The walls 
of the pump casing and 
the crescent create a seal, 
that separates suction from 
discharge side.

The rotor and idler mesh 
and liquid is pushed into the 
discharge line.

PU M P S I Z E 
TG MAG

PORT D IAM ETE R
(M M)

MAX FLOW 
(M3/ H)

MAX PR E SSU R E
(BAR)

MAX S PE E D 
(R PM)

15-50 50 13 16 1500

23-65 65 20 16 1500

58-80 80 35 16 1050

86-100 100 50 16 960

185-125 125 80 16 750

H EATI NG JACKETS AN D SAFETY R E LI E F VALVE S

Heating and cooling jacket options to safeguard pump in start up and 

shut down process. Steam or thermal oil options available.

Built on safety relief valves to protect pump and other equipment from 

over pressure. 

Heating jackets and relief valves can be combined.

BACK AN D FRONT PU LL OUT

Easy access for inspection and maintenance while pump casing remains 

installed in the pipe system.

I NTE RCHANG EAB LITY

Complete dimensional interchangeability with TopGear GM and H 

pumps. 

PU M P S PECI FICATION

MAX CAPACITY 80 M 3/ H

MAX D I FF.  PR E SSU R E 16 BAR

MAX TE M PE RATU R E 260 °C

MATE R IALS

PU M P HOUS E CAST I R O N O R STAI N LE S S STE E L

CONTAI N M E NT CAN HASTE LLOY C4

B EAR I NG OPTION S S I L I C O N CAR B I D E O R CAR B O N

MAG N ETS

SmCo  (STAN DAR D) FO R G O O D C O R R O S I O N R E S I STAN C E 
AN D H I G H TE M P E RATU R E P O S S I B I L ITY MAX 260° C.  NdFeB 
(O PTI O NAL)  FO R H I G H TO R Q U E AP P L I CATI O N S -  B UT AT 
L I M ITE D TE M P E RATU R E MAX 120°  C.

OTH E R OPTION S H EATI N G JAC K ETS,  R E L I E F VALVE S,  TE M P E RATU R E P R O B E 
PT100,  ATE X C E RTI F I CATI O N,  P U M P U N ITS



FOR YOU R LOCAL R E PR E S E NTATIVE:

www.johnson-pump.com/JPIndustry/JohnsonPump_distributors.htm

S PX F LOW TEC H N O LO GY B E LG I U M N .V.

Evenbroekveld 2-4 • BE-9420 Erpe-Mere, BELGIUM

P: +32 (0)53 60 27 15

F: +32 (0)53 60 27 01

E: johnson-pump.be.support@spx.com

SPX reserves the right to incorporate our latest design and material changes without notice or obligation.

Design features, materials of construction and dimensional data, as described in this bulletin, are provided for your information only and should not be relied upon unless 

confirmed in writing. Please contact your local sales representative for product availability in your region. For more information visit www.spx.com and www.johnson-pump.com.

The green “>” is a trademark of SPX Corporation, Inc.
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Seal-less Internal Gear Pumps


